FOBRO Triple hoeing brush

FOBRO developed the row
hoeing brush more than 20
years ago. It represents the last
half-century’s most significant
patented development in the
field of non-chemical weed
control. Thanks to the ongoing
optimisation process and the
adjustments that have been
made to fulfil current requirements,
it remains the tried and
tested hoeing system for bed
and row crops, when it comes
to vegetable gardening, tree
nurseries and speciality crops.

With its vertically-rotating nylon
brushes, the row hoeing brush
can be used as soon as the crop
becomes visible. The tunnels
protect the plants from the
rotating brushes. The bristles
are made of wear-resistant
material, and are perfectly
compatible with stony soil. The
soil (especially crusted soil) is
not shoved, but rather, broken
down into tiny pieces. Thanks
to the flexibility of the bristles,
processing can take place in the
immediate vicinity of the plants.

TRIPLE-BED-HOEING BRUSH

The solid collapsible frame can
be switched from the broad
operating position to the roadfriendly transport position in a
matter of seconds. This is
accomplished through a hydraulic
process that is triggered from the
tractor seat. The row hoeing brush has
a modular structure and can be
combined with a variety of extensions.
The triple-bed machine
can also be manufactured such
that it can be positioned at the
rear or between the axles

MINIMUM ROW SPACING - 12 CM
This mechanical weed control device is designed to be capable of
working in close proximity to the rows without disturbing either the
plants or the roots. The tunnels provide protection against the rotating
brushes.

FLEXIBLE BRUSHES
The bristles are made of wear-resistant material, and are perfectly
compatible with stony soil. The flexibility and the option of working in
the immediate vicinity of the plants ensure that the effort expended
in manual labour and the quantity of pesticides used are reduced to a
minimum
3 DOUBLE-ACTION PENDULAR PARALLELOGRAMS
The 3 brushes are suspended from flexible pendular parallelograms.
Consequently, they glide across the beds. This guarantees ideal depth
guidance for every single bed.

INDIVIDUALLY-COLLAPSIBLE BRUSH SECTIONS
The external sections of the brushes can be folded up individually,
either at the edge of the field or alongside hedgerows or fences.
Subject to technical modifications and product improvements

TECHNICAL DATA
Type 500
Working width for each bed
Track width
Weight (depending on the no. of rows)
Power requirement
Brush diameter
Height of the tunnels’ openings
Tunnel width
Minimum row spacing
Actuation
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1.5 to 2.0 m
adjustable - 1.5 to 2.0 m
from 1000 kg onwards
from 50 KW / 70 PS onwards
500 mm
22 cm
6 cm / 10 cm / 14 cm
12 cm
Hydraulic
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